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Tree Preservation Report
Harris Park, London, Ontario

1.0 INTRODUCTION AND EXECUTIVE SUMMARY

1.1 INTRODUCTION
Ron Koudys Landscape Architects Inc. (RKLA) was retained by Matrix-Solutions Inc.
to prepare a tree assessment report in conjunction with the proposed shore
restoration project located in Harris Park. The intent of this report is to summarize
the findings of the tree assessment and make recommendations regarding tree
preservation and removal based on tree health and the current proposed work.

1.2 EXECUTIVE SUMMARY

The inventory captured 52 individual trees. Trees were identified within the subject
site, and within 3 meters of the legal property boundary. One individual has been
observed that is classified as endangered or threatened under the Ontario
Endangered Species Act, 2007, S.O. 2007, c. 6. Tree ID #38 is a Kentucky Coffee
Tree and is a threatened species in the County of Middlesex. Adeguate steps will be
taken to ensure the preservation of this tree. All trees observed are common to the
current land uses and can be characterized as anthropogenic or opportunistic.

1.2.1 TREE SPECIES COMPOSITION CHART
THE FOLLOWING CHART SUMMARIZES THE AMOUNT OF EACH TREE SPECIES OBSERVED.

% Qty. Botanical Name Common Name
17% 9 Populus aelfoides (ottonwood
15% 8 Acer rubrum Red Maple
8% 4 Quercus macrocarna Bur Oak
6% 3 Acer platanoiaes Norway Maple
8% 4 Acer saccharum Sugar Maple
6% 3 (eltis occigentalis Hackberry
6% 3 Piatanus x acenfolia London Plane Tree
6% 3 Saliy spo. Willow
4% 2 (ladrastis kentukea Yellowwood
4% 2 Morus alba White Mulberry
2% | Acer nequnao Manitoba Maple
2% | Acer saccharinum Silver Maple
2% | Acer x freemani Freeman Maple
2% | Amelanchier ainifolia Serviceberry
2% 1 (ercs canaaensis Red Bud
2% | Ginkgo biloba Ginkgo
2% 1 Gymnoclaaus dioicus Kentucky Coffee Tree
2% | Lirtodenaron tuljpitera Tulip Tree
2% | Quercus alba White Oak
2% | Quercus rubra Red Oak
2% | Tilia cordata Little Leaf Linden
100% 52 Total
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1.2.2

2.0

The subject site is located

TREE REMOVAL AND PRESERVATION RECOMMENDATIONS

Removal of 29 trees from the subject site due to a combination of direct
conflict with proposed construction and fair to poor tree conditions.

Preserve 23 trees located within the subject site and in close proximity to the
subject site.

A site walk was completed on January 5%, 2024 by RKLA, City of London
Forestry Department, and Matrix-Solutions to review and confirm tree
preservation and removals.

Follow pre, during, and post construction recommendations outlined in the
Construction Impact Mitigation Recommendations in this report.

SUBJECT SITE AND SCOPE OF WORK

along part of the Thames
Valley Parkway through Harris
Park. The scope of trees
inventoried include any areas
where disturbance is expected.

Refer to Figure 1 for scope of
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Figure 1 - City of London mapping with 2023 aerial N
imagery. NTS l

Red dashed line - Limit of inventory

METHODOLOGY

Field work was completed on August 39, 2023 by RKLA staff member Kathleen
Garrett, ISA certified arborist ON 3009A. A topographic survey provided by MTE
dated May 23th, 2023 was used as a base for the field work and determined tree
location/ownership. All trees within the given scope were identified and assessed
regardless of size. Trees were NOT tagged in the field. Each tree was assigned a
number which are identified in the tree data table and on the tree preservation plan.
Tree identification numbers include 1-52.

RKLA Project #22-254
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The following information was recorded for each individual tree:
Genus + specific epithet (Species)
Diameter at breast height (DBH) (centimetres)
Crown radius (metres)
Crown Condition (overall general vigour of crown)
Structural Form (excellent, good, fair, poor)
Structural Integrity (good, fair, poor, hazard)
General Comments

3.1 HEALTH ASSESSMENT

Trees were assessed following accepted arboricultural techniques and best practices
using a limited visual inspection. The inspection included a 360-degree visual
examination of the above-ground parts of each tree for structural defects including
cavities, wounds, scars, external indicators of internal decay, evidence of insect
presence, discoloured or deformed foliage, canopy and root distribution, and the
overall condition of the tree. Evaluation of tree health was based on visible tree
health indicators including live buds, foliage condition, deadwood, structural defects,
form, and signs of disease or insect infestation. If needed, field observations were
reviewed against available online imagery of the site to assist in determining tree
canopy health. Quantified health assessments included in the inventory are explained
here:

Crown Condition Assessment

5 Healthy: less than 10% crown decline

4 Slight decline: 11% - 30% crown decline

3 Moderate decline: 31% - 60% crown decline

2 Severe decline: 61% - 90% crown decline

1 Dead - No visible indication of living foliage or buds in crown

Structural Form Assessment
Excellent: An ideal expression of a specific tree species, true to form, balanced
canopy, good flare, typical internode length, full crown, etc.

Good: A satisfactory and generally expected expression of a specific tree
species, with only minor or typical variances from an ideal form.
Fair: Nearly satisfactory, with defects or a combination of defects such as

codominant leaders, unbalanced crown, poor/no flare, shortened
internodes, has been poorly pruned, etc.
Poor: Significantly flawed expression of a specific tree species

Structural Integrity Assessment
Good: Defects if present are minor (e.g. twig dieback, small wounds); defective
tree part is small (e.g. 5-8 cm diameter limb) providing little if any risk.

Fair: Defects are numerous or significant (e.g. dead scaffold limbs); defective
parts are moderate in size (e.g. limb greater than 5-8 cm in diameter).
Poor: Defects are severe (trunk cavity in excess of 50%); defective parts are large

(e.g. majority of crown).
Hazard: Defects are severe and acute; defective part or collective defective parts
render the tree a high risk threat to potential targets.

RKLA Project #22-254
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3.2CRITICAL ROOT ZONES
The critical root zone of a tree is the portion of the root system that is the minimum
necessary to maintain tree vitality and stability. Critical root zones are commonly
prescribed by municipal bylaws based solely on DBH and/or drip line, and are
typically expressed as a circular shape around the tree. There are a number of other
factors, however, that are considered when establishing a critical root zone.

Factors that inform location and extent of a tree preservation barriers to protect the
critical root zone include: species tolerance to root loss and other construction
impacts (as established by authoritative resources and professional experience), tree
trunk size (DBH), tree health and vigour, structural condition, landscape context, soil
type, moisture availability, topography, ground cover, crown size (drip line) and
balance, current physical root restrictions, visible root arrangement, relationship to
neighbouring trees, relationship between tree and proposed construction, type of
proposed construction, etc.

The City of London Tree Protection By-Law (C.P.-1555-252) defines the Critical Root
Zone as “the area of land within a radius of ten (10) cm from the trunk of a tree for
every one (1) cm of trunk diameter”. The Tree Preservation drawing graphically
represents this radius for trees to be preserved.

4.0 TREE INVENTORY AND PRESERVATION/REMOVAL RECOMMENDATIONS

4.1 TREE DATA TABLE

The following recommendations are based on requirements of the current site plan.
Grey indicates recommended removal.

GENERAL INFORMATION SIZE HEALTH & CONDITION RECOMMENDATIONS
D | BOTANICAL NAME (OMMON NAME LOCATION = = = COMMENTS REMOVAL RATIONALE/ w [MPACT MITIGATION
# § = % = EXPECTED =
el 2| 2 = = CONSTRUCTION IMPACTS &
S| | 8| E| 2 =
S| E| E| 2| E =
S| S| 5| 2 =
1| Quercus alba White Oak 531 Ridout St 34 4 5 | Good | Good | marked with whitespray | conflict with shoreline remove
N Harris Park paint protection &
restoration
requirements
2 | Salxspp. Willow 531 Ridout St 9% 5 4 Poor | Poor | major cavity at base, poor tree condition, remove
N Harris Park dead leader, multiple conflict with shoreline
dead branches protection &
restoration
requirements
S| Acerrubrum Red Maple 531 Ridout St 2] 25 5 Good | Good | recentpruning preserve | tree protection barrier
N Harris Park none
4| Platanusx London Plane 531 Ridlout St 49 | 35 | 5 | Fair | Fair | multipletrunk wounds, | fair tree condition, remove
acerifolia Tree N Harris Park dead branches conflict with shoreline
protection &
restoration
requirements
5 | Palanusx London Plane 531 Ridout St 48 135 ] 5 Fair | Good fair tree condition, remove
acerolia Tree N Harris Park conflict with shoreline
protection &
restoration
requirements

RKLA Project #22-254
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GENERAL INFORMATION SIZE HEALTH & CONDITION RECOMMENDATIONS
D | BOTANICAL NAME (OMMON NAME LOCATION = _ = COMMENTS REMOVAL RATIONALE/ w [MPACT MITIGATION
# El & | g EXPECTED =
e 2| 2 5 = CONSTRUCTION IMPACTS &
| 2l 8| 2| = =
S| &l 5| 2| & =
Sl | B 2 =
6 | Jiliacordata Little Leaf 531 Ridout St 50 3 5 Fair Fair | marked with white Spray | fair tree condition, remove
Linden N Harris Park paint, multiple dead conflict with shoreline
branches protection &
restoration
requirements
1 | (Celis occidentalis Hackberry 531 Ridout St 19 2 5 Fair | Good preserve | tree protection barrier
N Harris Park none
8 | Populus aelfordes | Cottonwood 531 Ridout St 123 12 4 Fair | Good | slightlean, minor trunk fair tree condition, remove
N Harris Park wounds conflict with shoreline
protection &
restoration
requirements
9 | Populus aelfordes | Cottonwood 531 Ridout St 48 7 4 Fair | Good | Suppressed between fair tree condition, remove
N Harris Park trees 8&10 conflict with shoreline
protection &
restoration
requirements
10| Populus deloides | Cottonwood 531 Ridout St 124 12 4 Fair | Good fair tree condition, remove
N Harris Park conflict with shoreline
protection &
restoration
requirements
W | Acersaccharinum | Silver Maple 531 R\'dlout St 39 4 5 Fair | Good T remove
N Harris Park conflict with proposed
pathway
12 | Salxspp. Willow 531 Ridout St 122 6 4 Fair Fair | squat form, low fair tree condition, remove
N Harris Park branched conflict with shoreline
protection &
restoration
requirements
15 | Acerplatanolaes Norway Maple 531 Ridout St 55 4 5 Fair | Good : " remove
N Harris Park fair tree condition,
conflict with proposed
pathway
4| Populus delfoides | Cottonwood 531 Ridout St 160 | 1 5 Fair | Good fair tree condition, remove
N Haris Park conflict with shoreline
protection &
restoration
requirements
15 | Populus deltorides | Cottonwood 531 R\'d_out St 76 12 5 Fair | Good fair tree condition, remove
N Harris Park conflict with shoreline
protection &
restoration
requirements
16 | Acerplatanoides Norway Maple 531 Ridout St 68 4 5 Fair Fair | exposed circling roots fair tree condition, remove
N Harris Park conflict with proposed
pathway and critical
root zone
17| Populus deltoides | Cottonwood 531 Ridout St 156 14 5 Fair | Good | marked with white spray - " remove
N Harris Park paint fantree condmon, ,
potential conflict with
proposed path
18 | Patanus x London Plane 531 Ridout St 94 10 5 | Good | Good preserve | tree protection barrier
aceriola Tree N Harris Park none
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GENERAL INFORMATION SIZE HEALTH & CONDITION RECOMMENDATIONS
D | BOTANICAL NAME (OMMON NAME LOCATION = _ = COMMENTS REMOVAL RATIONALE/ w [MPACT MITIGATION
# El & | g EXPECTED =
e 2| 2 5 = CONSTRUCTION IMPACTS &
| 2l 8| 2| = =
S| &l 5| 2| & =
Sl | B 2 =
19 | Acer negundo Manitoba Maple | 531Ridout St 92 9 5 Fair Fair | central leader previously remove
N Harris Park removed, multiple trunks | fair tree condition,
removed from primary | conflict with proposed
union pathway
20 | Celtis occiaentals Hackberry 531 Ridout St % 3 5 | Good | Good preserve | tree protection barrier
N Harris Park none
2| Acer saccharum Sugar Maple 531 Ridout St 34 3 5 | Good | Good preserve | tree protection barrier
N Harris Park none
22 | Acersaccharum Sugar Maple 531 Ridout St 10, 2 5 Poor | Fair | multi-stem4, leansouth, | poor tree condition, remove
N Harris Park 9,3, mature epicormic conflict with shoreline
3 growth protection &
restoration
requirements
25 | Quercus rubra Red Oak 531 Ridout St 10 2 5 Good | Good preserve | tree protection barrier
N Harris Park none
24| Quercus Bur Oak 531 Ridout St 29 3 5 Good | Good preserve | tree protection barrier
Macroana N Harris Park none
25 | Populus deltoraes | Cottonwood 531 Ridout St 20, | 15 4 Poor | Fair | multi-stem2, one stem poor tree condition, remove
N Harris Park 200 cut off, one stem conflict with shoreline
significant lean south protection &
restoration
requirements
26 | Acerrubrum Red Maple 531 Ridout St 5 1 5 | Good | Good preserve | tree protection barrier
N Harris Park none
21 | Salxsop. Willow 531 R\'dlout St ~45 6 5 Poor | Poor | holein the centre at base poor tree condition, remove
N Harris Park of trunk, shrubby conflict with proposed
pathway
8 | Morus alba Mulberry 531 Ridout St 35, 4 4 Fair Fair | primary union at dbh, . » remove
N Harris Park 25 lean south fair tree condition,
conflict with proposed
pathway
29 | Acer rubrum Red Maple 531 Ridout St 19 25 5 Fair | Good | major epicormicgrowth | fair tree condition, remove
N Harris Park conflict with shoreline
protection &
restoration
requirements
30 | Acerrubrum Red Maple 531 R\'d_out St 18 25 5 Fair | Good | major epicormicgrowth | fair tree condition, remove
N Harris Park conflict with shoreline
protection &
restoration
requirements
S| Acer rubrum Red Maple 531 Ridout St 13 25 5 | Good | Good conflict with shoreline remove
N Harris Park protection &
restoration
requirements
52| Acerrubrum Red Maple 531 Ridout St 10 25 5 | Good | Good conflict with shoreline remove
N Harris Park protection &
restoration
requirements
38| Acerrubrum Red Maple 531 Ridout St 10 25 5 | Good | Good | chlorotic conflict with shoreline remove
N Harris Park protection &
restoration
requirements
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GENERAL INFORMATION SIZE HEALTH & CONDITION RECOMMENDATIONS
D | BOTANICAL NAME (OMMON NAME LOCATION = _ = COMMENTS REMOVAL RATIONALE/ w [MPACT MITIGATION
# El | | & EXPECTED =
e 2| 2 5 = CONSTRUCTION IMPACTS &
| 2l 8| 2| = =
S| &l 5| 2| & =
Sl | B 2 =
34 | Acer platanoiaes Norway Maple 531 Ridout St 13 6 5 Fair Fair | cavity forming at preserve | tree protection barrier
N Harris Park primary union, old prune | none
wounds
5 | Cadasts kentukea | Yellowwood 531 Ridout St 12 2 4 Fair | Good | epicormic growth at preserve | tree protection barrier
N Harris Park base, minor dieback none
36 | Acersaccharum Sugar Maple 531 Ridout St %6 3 5 | Good | Good preserve | tree protection barrier
N Harris Park none
31| Ginkgo biloba Ginkgo 531 Ridout St 30 3 5 | Good | Good | fullform preserve | tree protection barrier
N Harris Park none
8 | Gymnodadus Kentucky 531 Ridout St 23 3 5 Good | Good | fullform preserve | tree protection barrier
dloicus (offee-tree N Harris Park none
9 | Quercus Bur Oak 531 Ridout St 20 | 25 5 | Good | Good | epicormicgrowthathase | conflict with shoreline remove
Mmacroca N Harris Park protection &
restoration
requirements
40 | Acer rubrum Red Maple 531 Ridout St 8 15 5 Good | Good | chlorotic preserve | tree protection barrier
N Harris Park none
4| Quercus Bur Oak 531 Ridout St 22 25 5 Good | Good preserve | tree protection barrier
MAcoGIa N Harris Park none
42 | Acer x freemanii Autumn Blaze 531 Ridout St 43 2 5 Good | Good preserve | tree protection barrier
Maple N Harris Park none
43\ Quercus Bur Oak 531 Ridout St 26 | 25| 5 | Good | Good o B preserve | Tree protection barrier
macrocarpa N Harris Park minor impact to critical & pre construction
root zone root pruning
44 Morus alba Mulberry 531 Ridout St 32, 4 4 Fair | Good | multi-stem 2, lean east preserve | tree protection barrier
N Harris Park 29 over pathway none
45 | Populus deltoraes | Cottonwood 531 Ridout St 9% 17 4 Poor | Fair poor tree condition, remove
N Harris Park conflict with shoreline
protection &
restoration
requirements
46 | Populus deltoraes | Cottonwood 531 Ridout St 88 16 4 Poor | Fair poor tree condition, remove
N Harris Park conflict with shoreline
protection &
restoration
requirements
47 | (Celtis ocagentalis Hackberry 531 Ridout St % 35 5 | Good | Good preserve | tree protection barrier
N Harris Park none
48 | Acer saccharum Sugar Maple 531 Ridout St 2 3 5 | Good | Good preserve | tree protection barrier
N Harris Park none
49 | Amelanchier Serviceberry 531 Ridout St 16 2 5 | Good | Good preserve | tree protection barrier
alifola N Harris Park none
50 | Liriogendron Tulip Tree 531 Ridout St 7 15 4 Fair | Good preserve | tree protection barrier
tuljpifera N Harris Park none
51| Caarastss kentukea | Yellowwood 531 Ridout St 32, | 35 4 Fair | Good | multi-stem 2, lean east preserve | tree protection barrier
NHarrisPark | 29 over pathway, cavityat | one
primary union
52 | (Cerds canaaensis Redbud 531 Ridout St -12 2 5 Fair | Fair | low primary union, fair tree condition, remove
N Harris Park minor cavities at unions, | conflict with shoreline
slight lean south protection &
restoration
requirements
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5.0 POTENTIAL CONSTRUCTION IMPACTS ON TREES

Some trees have been recommended for removal due to direct conflict with the
proposed construction. Some trees that have been recommended for preservation
may be in proximity to the proposed construction. Trees to be preserved may be
affected by the construction process, or by the construction itself. It is imperative
that the design team and the construction crew understand the potential for, and the
causes of tree damage. Trees recommended for preservation may experience some
or all of the following potential construction impacts. Strategies and methods to
avoid these impacts are outlined in the Construction Impact Mitigation
Recommendations section of this report.

5.1 SoiL. COMPACTION
Soil compaction is caused by heavy or repeated compression or vibration of the soil
around the tree. Soil compaction reduces the amount and size of macro and micro
pore space that is vital for subsurface movement of air and water. The harmful
effects of soil compaction include, but are not limited to: slower water infiltration,
poor aeration, reduced root growth and an overall increased susceptibility to biotic
and abiotic stressors.

5.2 RooT Loss

Root loss occurs when roots are severed. The majority of roots are typically located
within the top 60cm of soil and can extend outward up to three times the extent of
the tree drip line. Excavation of any kind within the critical root zone* can sever
roots. Two categories of roots need to be considered when evaluating impacts of
root loss - small, fibrous absorbing roots, and large structural roots. Significant loss
of either or both of these functions can cause stress and/or affect the structural
stability of the tree. Note, however, that it is commonly accepted that healthy trees
can typically tolerate and recover from the removal of approximately 33% (up to a
maximum of 50%) of their root mass. Thorough consideration regarding extent of
acceptable root removal is dependent on individual species characteristics, root loss
distribution, and site specific conditions (ref. Trees and Development: A Technical
Guide to Preservation of Trees During Land Development by Nelda Matheny and
James R. Clark, 1998. Pg 72).

* Refer to ‘Critical Root Zones” in this report for definition.

5.3 GRADE CHANGES
Lowering of the grade around trees has immediate and long term effects on trees.
Lowering of grade requires immediate root loss from cutting the roots which results
in water stress from the root removal and potential reduced structural stability.

Raising the grade around a tree can be equally damaging. The addition of fill over
the root zone of a tree alters the roots’ ability for normal water and gas exchange
that is necessary for healthy root growth and stability. Fill essentially suffocates the
roots and can lead to the slow and eventual decline of the tree.

5.4 MECHANICAL DAMAGE
Mechanical damage is caused by physical contact with a tree that damages the tree
to any degree. During land development and construction activities, there is an

RKLA Project #22-254
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increased risk of both minor and fatal mechanical damage to trees from construction
equipment. Minor damage can create entry points for insects and pathogens, and
fatal damage can cause irreparable structural damage.

5.5 CHANGES TO EXPOSURE - SUN AND WIND
Trees can be negatively affected by increased exposure to sun or wind when
neighbouring trees are removed. This can be of particular concern when ‘interior
trees’ (trees that have developed surrounded by other trees) are suddenly exposed
to forest edge conditions. These trees may experience higher intensity of direct
sunlight resulting in leaf scald, and instability due to increased wind and snow loads.

Trees can be negatively affected by decreased exposure to sunlight. Proposed
development that includes tall buildings located to the south and west of mature
existing trees can greatly reduce the amount of daily direct sunlight. While this
change in environment may not cause the immediate or eventual death of a tree, it
can certainly slow development and alter growing habits and patterns, and must
therefore be a consideration when evaluating trees for potential preservation.

5.6 SOIL CONTAMINATION
Soil health around a tree can be compromised by contamination from spills or leaks
of fuels, solvents, or other construction related fluids.

5.7 WATER AVAILABILITY
Grading and servicing requirements for development can affect water availability for
trees. Trees may experience a loss of available water due to a lowered water table or
the capture or redirection of subsurface and/or overland flow. Conversely, trees may
experience an increase of available water due to changes in site grading and storm
water retention efforts.

The successful survival of the trees to be preserved is largely dependent on adhering
to the construction impact mitigation recommendations that follow.

6.0 CONSTRUCTION IMPACT MITIGATION RECOMMENDATIONS

The following general recommendations are provided to guide the removal process,
mitigate construction impacts, and ensure compliance with provincial, federal, and
municipal regulatory requirements. Some of the recommendations listed below are
noted to be undertaken by an ISA certified arborist.

6.1 PRE-CONSTRUCTION RECOMMENDATIONS

a) Prior to any construction activity, tree preservation fencing is to be installed as
per the attached tree preservation drawings and detail.

b) Trees approved for removal are to be clearly indicated in the field (marked
with spray paint or other agreed upon method) by the project arborist or
landscape architect prior to any tree removal operations. All removals to be
undertaken by an ISA certified arborist.

c) In accordance with the Migratory Birds Convention Act, 1994, all removals
must take place between September 1st and March 3l1st to avoid disturbing
nesting migratory birds. If tree removal occurs between April 1st and August
3lst, a biologist is required to complete a search for nests. Once cleared, the
contractor has 48 hours to remove. If removal does not occur within 48 hours,
another search will be required.

RKLA Project #22-254
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d) Care should be taken during the felling operation to avoid damaging the
branches, stems, trunks, and roots of nearby trees to be preserved. Where
possible, all trees are to be felled towards the construction zone to minimize
impacts on adjacent vegetation. All removals to be undertaken by an ISA
certified arborist.

e) It is recommended that the existing ground-layer vegetation at the base of
trees to be preserved remain intact within the critical root zone so as not to
disturb the soil around the base of the existing trees.

f) Final site grading plans should ensure that the existing soil moisture conditions
are maintained.

6.2 RECOMMENDATIONS RELATED TO THE CONSTRUCTION PROCESS

a) Tree preservation fencing is to be maintained in good condition and effective
for the duration of construction until all construction activity is complete or as
per the project arborist or landscape architect.

b) Tree preservation fencing is to remain intact as per the tree preservation
drawings, and can only be temporarily removed with the express written
consent from the project arborist or landscape architect. Should tree
preservation fencing be temporarily relocated or moved, it is to be reinstated
as per the tree preservation plans as soon as possible.

c) No construction, excavation, adding of fill, stockpiling of construction material,
or heavy equipment is permitted within the critical root zone/within the tree
preservation fencing.

d) When excavation near a tree is required, and it is anticipated that roots will be
severed and exposed, duration of exposure is to be minimized to prevent root
desiccation.

e) During the excavation process, roots 25mm or larger that are severed and
exposed should be hand pruned to leave a clean-cut surface. To be
undertaken by an ISA certified arborist. Exposed severed roots that cannot be
covered in soil on the same day as the cuts are made are to be kept moist.
Exposed roots are to be kept moist by covering them with water soaked
burlap or any other means available to prevent them from drying out.

f) Avoid idling heavy equipment under or within close proximity to trees to be
preserved to prevent canopy damage from exposure to the heat of the
exhaust.

g) Broken branches on trees within the subject site to be preserved should be
cleanly cut as soon as possible after the damage has occurred. To be
undertaken by an ISA certified arborist.

6.3POST-CONSTRUCTION RECOMMENDATIONS

a) Avoid discharging rain water leaders adjacent to retained trees, as this may
result in an overly moist environment which can cause root rot.

b) After all work is completed, tree preservation fences and any other impact
mitigation paraphernalia must be removed.

c) A final review must be undertaken by the project arborist or landscape
architect to ensure that all mitigation measures as described above have been
met.

RKLA Project #22-254
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7.0 DISCLAIMER

The assessment of the trees presented within this report has been made using
accepted arboricultural techniques. These include a visual examination of the above-
ground parts of each tree for structural defects, scars, external indications of decay,
evidence of insect presence, discoloured foliage, the general condition of the trees
and the surrounding site, as well as the proximity of property and people. None of
the trees examined were dissected, cored, probed, or climbed, and detailed root
crown examinations involving excavation were not undertaken.

Notwithstanding the recommendations and conclusions made in this report, it must
be realized that trees are living organisms and their health and vigour is constantly
changing. They are not immune to changes in site conditions or seasonal variations in
the weather.

While reasonable efforts have been made to ensure the trees recommended for
retention are healthy, no guarantees are offered or implied, that these trees or any
part of them will remain standing.

Note that this arborist report has been prepared using the latest drawings and
information provided by the client. Any subsequent design or site plan changes
affecting trees may require revisions to this report. Any new information or drawings
are to be provided to RKLA prior to report submission to planning authorities.

8.0 CONTACT INFORMATION

Office:

Ron Koudys Landscape Architects Inc.
368 Oxford Street East

London, Ontario

NGA 1V7

Ph: 519-667-3322

Fax: 519-645-2474

Staff:
Field work and report author:
Kathleen Garrett, ISA Certified Arborist ON-3009A - Katie@rkla.ca

RKLA Project #22-254
2024-02-29 Pg.1
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9.0 APPENDIX A - TREE PRESERVATION DRAWINGS
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4000

ACCESSIBLE ROUTE

COMMEMORATIVE BENCH,
RECYCLED PLASTIC SLATS (SAND
COLOUR, OR AS PER CONTRACT

ADMINISTRATOR) WITH CAST
ALUMINUM ENDS (BLACK), SURFACE

MOUNT ACCESSIBLE RIVERSIDE

2000

w
4
3

- CENTER

GRASS

ACCESSIBLE ROUTE
4000

. . : MODEL (WITH ARMS AND SEAT
HEIGHT OF 470 mm) AS SUPPLIED BY
CLASSIC DISPLAYS (BRAMPTON, ON)

250mm x 180mm COMPOSITE METAL
PLAQUE (TO BE PROVIDED BY THE
CONTRACT ADMINISTRATOR)

TO BE BOLTED ON PAD, CENTERED
ON BENCH, JOINT TO BE SEALED
WITH EPOXY

100 mm CONCRETE PAD
(REFER TO SP0O-6.1)

2000
ST

COMMEMORATIVE BENCH
(SAME AS ABOVE)

o e

——— i | 250mm x 180mm COMPOSITE METAL

T

| PLAQUE (SAME AS ABOVE)

CHNTER
LINE

GRASS

NOTES:

1. GRASSED AREA ADJACENT TO THE CONCRETE PAD TO BE RESTORED (600mm WIDE APRON) WITH TOPSOIL
AND SEEDING TO THE SATISFACTION OF THE CONTRACT ADMINISTRATOR.

2. ALL DIMENSIONS ARE IN MILLIMETRES.

3.REFER TO SP06.1 FO CONCRETE PAD, BASE AND MOUNTING DETAILS.

100 mm CONCRETE PAD
(REFER TO SP0O-6.1, EXCEPT FOR
| LAYOUT)

CITY OF LONDON STANDARD DRAWING

COMMEMORATIVE BENCH

DWG SPO - 6.11 DATE 201902 14

APPROVED BY
PARKS PLANNING AND DESIGN

CONCRETE TO HAVE LIGHT BROOM FINISH,
EXCEPT WHERE OTHERWISE NOTED AS
SANDBLAST FINISH. CONTRACTOR TO
PREPARE MIN. TWO (2) MOCK-UPS OF
SANDBLAST FINISH FOR APPROVAL BY

DEMONSTRATING AT MINIMUM A LIGHT AND
MEDIUM FINISH.

PROJECT MANAGER. 1002mm X 1000mm EACH,

| BROOM FINISHED CONCRETE
| SURFACE SHALL BE SLOPED
1-2% OR AS DIREGTED BY

| CONTRACT ADMINISTRATOR

1-2% SLOPE

150MM THICK 32 MPA POURED
CONCRETE WITH 5-8% AIR
ENTRAINMENT

6-GUAGE, 150MM X 150MM
WIRE MESH SET IN THE
BOTTOM 1/3 OF CONCRETE
SLAB

200mm MINIMUM GRANULAR 'A!
BASE, COMPACTED TO 98%
S.P.D.D., OR IN ACCORDANCE
WITH GEOTECHNICAL

RECOMMENDATIONS.

NOTES:

ADMINISTRATOR.

BY CONTRACT ADMINISTRATOR.

7. ALL DIMENSIONS IN MILLIMETERS

1. CONCRETE TO BE 32MPa, CLASS C-2 AT 28 DAYS WITH 5-8% AIR ENTRAINED
2. GRANULAR BASE MATERIAL SHALL BE IN ACCORDANCE WITH O.P.S.8. 1010.
3. COLOURED CONCRETE SAMPLES TO BE CAST FOR APPROVAL BY CONTRACT

4. FIBROUS EXPANSION JOINTS TO BE LOCATED EVERY 6 METRES, WHERE CONCRETE ABUTS
STRUCTURES OR AS DIRECTED BY CONTRACT ADMINISTRATOR. ASPHALT FELT BOARD
SHALL BE 12 MM AND 175MM TYPICAL.

5. CONTROL JOINTS TO BE LOCATED AT MINIMUM INTERVALS OF 3 METRES OR AS DIRECTED

6. NATURAL CONCRETE TO BE SPRAYED WITH WHITE PIGMENT CURING COMPOUND.

COMPACTED SUBGRADE TO
98% SPD

CITY OF LONDON STANDARD DRAWING

CONCRETE PAVING WITH WIRE MESH

1©2mm THICK - 30MPa EXPOSED AGGREGATE —
CONCRETE WALKWAY - AGGREGATE TO BE
LOCAL CLEAR CRUSHED STONE WITH A RANGE
IN SIZE OF 1©0-2¢mm. PROVIDE TWO COATS OF
NON-SLIP CLEAR SEALANT.

END OF DOWEL

DE

-BONDED OR ENCASED

IN SLEEVE AND CAP

12mm FIBROUS
EXPANSION JOINT

17 NATURAL CONCRETE

'

PLANTING BED/TURF

100mm

150mm 200mm
min.

150mm

SUBGRADE COMPACTED
TO 8% SPD

EDGING

100mm THICK - 30MPa EXPOSED AGGREGATE —
CONCRETE WALKWAY - AGGREGATE TO BE
LOCAL CLEAR CRUSHED STONE WITH A RANGE
IN SIZE OF 1©-20mm. PROVIDE TWO COATS OF
NON-SLIP CLEAR SEALANT.

600mm

NATURAL CONCRETE ¥

|
|
\
|
L 150mm GRANULAR

‘A" COMPACTED
TO 8% SFPD

END OF DOWEL

DE

-BONDED OR ENCASED

IN SLEEVE AND CAP

12mm FIBROUS
EXPANSION JOINT

f NATURAL CONCRETE

DOWEL - OFFSET 300mm —_|

Y

100mm

12MM FIBROUS

EXPANSION JOINT

150mm GRANULAR 'A'
COMPACTED TO 28% SPD

o 200mm

150mm

SUBGRADE COMPACTED
TO 38% SPD

BANDING
NOTES:

. 10m BAR X 400mm LONG STEEL REINFORCING BAR - ONE HALF TO BE SET IN DRILLED HOLES
WITH EPOXT ADHESIVE INTO EXISTING CONCRETE SIDEWALK OR NEW HARDENED CONCRETE
SIDEWALK, OTHER HALF OF DOWEL BAR TO HAVE SLEEVE AND CAP TO ALLOW FOR
MOVEMENT OF THE EXPANSION JOINT AND CAST INTO FRESH CONCRETE

2. STEEL REINFORCING BARS SHOULD BE LOCATED ON EACH SIDE OF THE NEW BAND OF
EXPOSED AGGREGATE CONCRETE, SET AT MID-DERPTH OF THE SIDEWALK AT 620mm OC.

GENERAL PLANTING SPECIFICATIONS:

2.

BASE INFORMATION SUPPLIED BY THE MATRIX

CONTRACTOR TO MAKE THEMSELVES FAMILIAR WITH ALL RELATED SPECIFICATIONS.

CONTRACTORS ARE RESPONSIELE FOR REVIEW OF ALL SPECIFICATIONS AND RELATED DRAWINGS WITH SELECTED SUB-CONTRACTORS AS
THEY PERTAIN TO WORK AS OUTLINED ON LANDSCAPE ARCHITECTURAL WORKING DRAWINGS AND SPECIFICATIONS.

REPORT ALL DISCREPANCIES TO THE LANDSCAPE ARCHITECT DURING TENDERING PROCESS. ERRORS AND/OR OMISSIONS WILL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

CONTRACTOR SHALL MAINTAIN ALL LANDSCAPED AREAS UNTIL OWNER ACCEPTANCE OF PROJECT. CONTRACTOR TO NOTIFY LANDSCAPE
ARCHITECT IN WRITING ON COMPLETION OF PROJECT FOR A SITE WORK COMPLETION CERTIFICATE AS WELL AS THE COMMENCEMENT OF THE
ACCEPTANCE OF PROJECT.

ALL WORKMANSHIP TO BE WARRANTIED FOR TWO YEARS UNLESS OTHERWISE STATED. WARRANTY PERIOD WILL BEGIN ON FINAL
ACCEPTANCE OF PROJECT.

ALL WORKMANSHIP TO COMPLY WITH THE CANADIAN LANDSCAPE STANDARDS.

ALL NURSERY STOCK TO BE # NURSERY GROUWN AND MUST COMPLY WITH THE CANADIAN NURSERY LANDSCARPE ASSOCIATION'S "CANADIAN
NURSERT STOCK STANDARD', LATEST EDITION.

ALL LANDSCAPING 15 TO BE INSTALLED PRIOR TO THE END OF THE FIRST GROWING SEASON FOLLOWING THE OCCUPANCT OF THE SITE
DEVELOPMENT UNLESS OTHERWISE STATED.

CONTRACTOR 16 RESPONSIBLE FOR ALL UNDERGROUND UTILITIES AND MUST SUPPLY THE LANDSCARE ARCHITECT WITH COPIES OF LOCATE
CERTIFICATES PRIOR TO COMMENCEMENT OF WORK.

GRADING

L.

2
3.
4

5,
6.
1

CONTRACTOR TO ENSURE POSITIVE DRAINAGE IN ALL AREAS.

ALL GRADING TO BE IN ACCORDANCE UWITH SITE ENGINEERS DRAWINGS.

SOIL SHALL BE SCARIFIED FREE OF ALL STONES, ROOTS, BRANCHES LARGER THAN I" (25MM) AND COMPACTED TO 85% SFPD.
ALL SUBSOIL TO BE SCARIFIED TO A DEPTH OF 6" (150 MM) PRIOR TO THE INSTALLATION OF TORPSOIL TO ENSURE NO HARDPAN
CONDITIONS.

CONTRACTOR TO NOTIFT LANDSCAPE ARCHITECT PRIOR TO INSTALLATION OF TOPSOIL TO APPROVE SUBBASE.

DIRECT ALL RAINLEADERS AND SUMP LEADERS AWAY FROM PLANTING BEDS AND TO THE DESIGNATED SWALES.

NOTIFY LANDSCAPE ARCHITECT IN WRITING OF ANY SUBSTANTIAL WET CONDITIONS.

TOPSOIL

L.

AT THE CONTRACTORS EXPENSE A SOIL TEST IS TO BE COMPLETED BY A REFPUTABLE LABORATORY. THE SOIL TEST 16 TO BE COMPLETED
AND [F NECESSARY, RECOMMENDATIONS FROM THE LABORATORY ARE TO BE INCLUDED. THE RESULTS OF SOIL TESTS AND
RECOMMENDATIONS ARE TO BE PROVIDED TO THE LANDSCAPE ARCHITECT FOR APPROVAL ONE WEEK PRIOR TO WORK COMMENCING.
TOPSOIL FOR PLANTING BEDS 16 TO BE A FERTILE, FRIABLE, NATURAL LOAM TO A MINIMUM DEPTH OF 18" (450MM), AND A MINIMUM DEPTH
OF 4" (lo2MM) FOR TURF AREAS - UNLESS OTHERWISE STATED - TOPSOIL SHALL CONTAINNOT LESS THAN 4% ORGANIC MATTER FOR CLAY
LOAMS AND NOT LESS THAN 2% ORGANIC MATTER: FOR SANDY LOAM TO A MAXIMUM OF 15%, AND CAPABLE OF SUSTAINING VIGOROUS
PLANT GROWTH, FREE OF SUBSOIL CONTAMINATION, ROOTS AND STONES OVER 50MM DIAMETER, REASONABLY FREE OF WEEDS, AS
DETERMINED BY THE LANDSCAPE ARCHITECT , AND HAVING A pH RANGING FROM 6.0 TO 1.2.

IF TOPSOIL 16 TO BE STOCKPILED FOR USE ON SITE DEVELOPMENT, AVOID MIXING TOPSOIL WITH SUBSOIL. LIMIT HEIGHT OF STOCKPILE TO
3M TO RETAIN SOIL MICROORGANISMS AND SOIL VIABILITY AND FERTILITY.

IF APPLICABLE, ALL WORK IN ANY ROAD ALLOWANCE SHALL MEET THE MINIMUM SPECIFICATIONS OF THE MUNICIPALITY. ENSURE A MINIMUM
OF 102MM TOPSOIL 18 INSTALLED IN BOULEVARDS.

PROTECT THE MUNICIPALITY OWNED ROAD ALLOWANCE(S)/BOULEVARD(S) FROM COMPACTION OR SOIL CONTAMINATION.

MULCH

l.
2.
3.

ALL TREEPITS, SHRUB PITS AND PLANTING AREAS ARE TO BE MULCHED UNLESS OTHERWISE NOTED.
CONTRACTOR TO INSTALL 3" (15MM) OF 'GRO-BARK' MEDIUM MULCH IN ALL AREAS.
ALTERNATIVES MAY BE ACCEPTED - CONTRACTOR TO PROVIDE 3 SAMPLES FOR WRITTEN APPROVAL TO THE LANDSCAPE ARCHITECT.

PLANT MATERIALS
L

2.
3,

CONTRACTOR TO VERIFY ALL PLANT MATERIAL ON DRAWING(S) AND PLANT MATERIAL LIST(S). REPORT ALL DISCREPANCIES AT
TENDERING PROCESS.

SUBSTITUTIONS WILL NOT BE ACCEPTED WITHOUT WRITTEN CONFIRMATION BY THE LANDSCAPE ARCHITECT.

PLANTINGS MAY BE ADJUSTED TO SUIT UTILITIES STRUCTURES AND AESTHETIC CONCERNS, ADJUSTMENTS ARE TO BE MADE UNDER THE
DIRECTION OF THE LANDSCAPE ARCHITECT. ADJSTMENTS TO PLANTING WITHOUT CONSENT OF LANDSCAPE ARCHITECT AND OR PROJECT
MANAGER MAY NOT MEET INTENT OF DESIGN AND OR MUNICIPAL APPROVALS. PLANT MATERIAL THAT HAS TO BE RELOCATED AS A RESULT
WILL BE AT THE COST OF THE CONTRACTOR.

4. LANDSCAPE ARCHITECT TO INSPECT ALL PLANT MATERIAL ON SITE OR AT TS SOURCE PRIOR TO INSTALLATION. CONTRACTOR 16 TO GIVE
LANDSCAPE ARCHITECT 48 (HRS) NOTICE FOR INSPECTION.

5 CONTRACTOR TO NOTIFY LANDSCARPE ARCHITECT IN WRITING IF ADVERSE WEATHER MAY IMPACT THE HEALTH OF THE PLANT MATERIALS AT
TIME OF PLANTING. [E. TEMPERATURE, PRECIPITATION.

6. ALL TREE PITS SHALL BE AT LEAST 2 FT. (622MM) WIDER THAN BALL OF THE TREE TO BE PLANTED AND SHALL BE DEEP ENOUGH SO
THAT THE TOP OF BALL IS AT THE SAME LEVEL AS SURROINDING GRADE. A MINIMUM OF 6" (1I50MM) OF BACKFILL SHALL BE PLACED
UNDER BALL. TREE PITS ARE NOT TO BE LEFT OPEN OVER NIGHT.

T SHRUB BEDS SHALL BE EXCAVATED TO A DEPTH OF 18" (450MM) AND FILLED WITH APPROVED BACKFILL MATERIAL. SHRUB BEDS ARE
NOT TO BE LEFT OPEN OVER NIGHT.

8. ALL TREES SHALL HAVE AN EARTH SAUCER AT ITS BASE WITH A DIAMETER AS LARGE AS EXCAVATED AREA AND SHAPED TO RETAN
WATER (SEE DETAIL). EARTH SAUCER TO HAVE APPROVED MULCH INSTALLED TO A MINIMUM DEPTH OR 25" (22MM).

9. ALL BURLAP SHALL BE CUT AND BURIED BELOW SURFACE DURING PLANTING.

0. ALL EVERGREENS ARE TO WRAPPED THE FIRST WINTER AT THE EXPENSE OF THE LANDSCARPE CONTRACTOR.

. ALL SHRUBS PLANTED WITHIN Im OF SALTED ROADWATS, PARKING AND SIDEWALKS TO BE PROTECTED WITH SILT FENCING THROUGHOUT THE
FIRST WINTER AFTER INSTALLATION AT THE EXPENSE OF THE LANDSCAPE CONTRACTOR. (OPTIONAL)

2. DIRECT ALL RANLEADERS AND SUMP LEADERS AWAY FROM PLANTING BEDS AND TO DESIGNATED DRAINAGE SWALES.

12, DO NOT INSTALL PLANT MATERIAL IN DRAINAGE SWALES.

4. CONTRACTOR 1S TO REMOVE ALL STAKES AND GUY WIRES AFTER 2 FULL GROWING SEASONS.

50D

. ALL LANDSCAPED AREAS TO BE SODDED TO THE STREET CURB (S) UNLESS OTHERWISE STATED.

2. CONTRACTOR TO ENSURE (WHERE APPLICABLE) ALL PLANTING BEDS ADJACENT TO TRAFFIC ISLANDS, INTERIOR SITE CURBING, AND
SIDEWALKS HAVE A 3'0"(10M) SOD MAINTENANCE STRIP INSTALLED.

3. ANY SODDING OR WORKS ON LANDS ABUTTING THE PROPERTY FROM THE LOTLINES TO SIDEWALK AND CURBING, SHALL BE COMPLETED
OR REPAIRED TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT, CITY, AND OR REGIONAL MUNICIPALITY UNLESS OTHERWISE STATED.

4. 90D SHALL BE CERTIFIED # | CULTIVATED 'CAMEL' GRASS, GROUN AND SOLD IN ACCORDANCE WITH THE CLASSIFICATIONS OF THE
NURSERT SOD GROUERS ASSOCIATION OF ONTARIO. AT TIME OF SALE IT SHALL HAVE A STRONG FIBROUS ROOT SYSTEM AND SHALL BE
CUT IN PIECES APPROXIMATELY ONE SQYD (300 M2) IN AREA WITH THE SOIL PORTION BEING 2/4" IN(13MM).

5 S0D TO BE FERTILIZED AT THE APPROPRIATE RATES AS INDICATED BY SOIL TESTS COMPLETED BY A REPUTABLE SOILS LABORATORY.

6. UPON INSTALLATION AREAS SHOULD BE WATERED SO AS TO SATURATE SOD AND THE UPPER 4" (100MM) OF BACKFILL TOPSOIL. AFTER
80D AND SOIL HAVE DRIED SUFFICIENTLY TO PREVENT DAMAGE, IT SHALL BE ROLLED WITH A ROLLER PROVIDING | 500 LBS. (68KG)
PRESSURE PER SQFT.

T CONTRACTOR TO REPAIR ALL DAMAGED AREAS TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT AND OR CLIENT.

WATERING

. DURING THE WARRANTY PERIOD, BETWEEN MAY 15 AND SERPTEMBER 15 OF EACH YEAR, WATERING OF ALL PLANTS SHALL BE CARRIED OUT
NO LESS THAN & TIMES PER YEAR IN ACCORDANCE UWITH THE WATERING SCHEDULE TO BE DETERMINED BY THE OUNER, UNLESS OTHERWISE
STATED ON THE DRAUINGS. CRITICAL WATERING MONTHS ARE JUNE, JULY ¢ AUGUST.

2. [FNO AUTOMATED IRRIGATION SYSTEM HAS BEEN PROVIDED FOR WATERING OPERATIONS, CONTRACTOR TO PROVIDE WATER TO THE SITE
IF HOSE BIBS WITHIN THE BUILDING ENVELOPE ARE NOT AVAILABLE.

3. MANUAL WATERING SHOULD ENSURE DEEP WATERING OF TREES, SHRUBS, GROUND COVERS AND GRASSED AREAS. WATERING OF GRASSED
AREAS TO COMMENCE ON A REGULAR BASIS AND CONTINUE WITH INTENSITY DEPENDING ON AMOUNT OF RAINFALL. NEW SOD THAT HAS
BEEN LAID SHOULD BE KEPT MOIST FOR 4 TO 5 WEEKS OR UNTIL IT HAS FIRMLY ROOTED INTO THE EXISTING SOIL.

4. ALL CONIFEROUS TREES SHALL BE WATERED IN LATE FALL, JUST PRIOR TO FREEZE-UP.

5 WATER SHALL BE APPLIED SO THAT THE WASHING OF THE SOIL OR DISLODGING OF MULCH OR TREE GUARDS DOES NOT OCCUR. DAMAGE
SHALL BE IMMEDIATELY REPAIRED TO THE SATISFACTION OF THE OUNER AT NO ADDITIONAL COST.

SEED

SEED AREAS PER OFPSS. 804 AND CITY OF LONDON SUPPLEMENTAL STANDARDS FOR OPSS. 804.

CITY OF LONDON FORESTRY OPERATIONS

L.

2.

FORESTRY OPERATIONS SHOULD BE NOTIFIED, THROUGH THE PROJECT MANAGER, WHEN THE TREES ARE DELIVERED AND INSTALLED TO
VERIFY THE TREES MEET THE STANDARDS SPECIFIED AND TO OBSERVE THE INSTALLATION OF TREES.
FORESTRY OPERATIONS SHOULD BE NOTIFIED, THROUGH THE PROJECT MANAGER, TO ATTEND WARRANTY WALK THROUGH.

DETAIL ON THIS PAGE

NOTE:

ALL RADIUSES AND ARC
LENGTHS ARE TO THE INSIDE OF
THE PLANTERS AND BENCHES

RAISED CURB PLANTER LAYOUT PLAN

SCALE = 1:100M

GRANULAR BASE TO BE CONFIRMED BY

ENGINEERING

HEIGHT = 150mm

COMPACTED GRANULAR SEE
STRUCTURAL

SEE STRUCTURAL FOR REBAR

/)%‘\ — SPACING
APPROVED BY # ol
SPO-18 2014 08 27 PARKS PLANNING & DESIGN A
e EXPOSED AGGREGATE BANDING N.T.S.
NOTE: NOTE:
— UNLESS OTHERWISE SFPECIFIED: UNLESS OTHERWISE SPECIFIED:
/ 1 EXPANSION JOINT WIDTH 12mm FILLED WITH BITUMINOUS 1 EXPANSION JOINT WIDTH 12mm FILLED WITH BITUMINOUS
FIBRE AND WATERPROOFED WITH SEALANT, AGAINST FIBRE AND WATERPROOFED WITH SEALANT, AGAINST
CONCRETE BENCAL SEE ) PEDESTALS AND CURBS, WALLS ETC.. SEAL JOINT WITH PEDESTALS AND CURBS, WALLS ETC.. SEAL JOINT WITH
: POLYSULFIDE SEALANT 95mm POLTEULFIDE SEALANT 25mm
\ DETAIL ON'THIS PAGE // 2. FACE OF PLANTER TO BE LIGHT SAND BLASTED FINISH 2. FACE OF PLANTER TO BE LIGHT SAND BLASTED FINISH
N\ P 3. SHOP DRAWNGS SHALL BE PROVIDED TO 3. SHOP DRAWNGS SHALL BE PROVIDED TO
s LANDSCAPE ARCHITECT FOR APPROVAL PRIOR TO LANDSCAPE ARCHITECT FOR APPROVAL PRIOR TO
CONSTRUCTION. CONSTRUCTION.
BATTLE DRAIN AT
REAR OF PLANTER
ARC LENGTH
=5715M
2390 - 305MM RADIUS
SEE LAYOUT
|
\ /
2202MMM RADIUS
| // LIGHT SAND BLASTED FINISH
/ LIGHT SAND BLASTED FINISH FINISHED GRADE OF PLANTING BED
AN / 50mm RECESSED SECTION
£ 200 BATTLE DRAIN AT 300
/ FINISHED GRADE OF PLANTING BED a REAR OF PLANTER i
/ 13mm PITCH ‘ 13mm BITCH
4 B2 CESSED SECTION 4
RAISED CONC. PLANTER / S RAISED CONC. FLANTER mm RECESSED SECTION ——— | R A 1
SEE DETAIL ON THIS PAGE SEE DETAIL ON THIS PAGE BATTLE DRAIN AT i
40 REAR OF PLANTER niE |
035 > =l 2 . . S
/ CH FILL PLANTER WITH APPROVED TOPSOIL = I — .
L 2 3 ” 2
?_\a@} Ny CONCRETE TO BE ARCHITECTURAL 25MPA IN 28 | GRADE | m
— I / DAYS TO CCA. MNIMUM STANDARDS. 7 [ =
—/ ~
ARC LENGTH o // / / N = GRADE
=0.225M —— REBAR INTO SLAB - SEE STRUCTURAL l I
I - - 300M THICK
CONCRETH SLA]
. A N\ ARCHITECTURAL CONCRETE TO BE H RETRELAB
s 25MM DIA SMOOTH DOWEL 375MM LONG AT 225MM = IEMPA IN 28 DATS TO CCA MINMUM I I .
A7 OC. THRU EXPANSION JOINT. NOTE: GREASE ONE - STANDARDS.
e ¢ HALF OF DOWEL EXPANSION JOINT EVERY | o
ARC LENGTH P W 15QOOMM. 25MM DIA SMOOTH DOUEL 275MM LONG H i
=2645M / : AT 225MM OC. THRU EXPANSION JOINT.
CONCRETE SLAB NOTE: GREASE ONE HALF OF DOWEL |
- / SEE STRUCTURAL EXPANSION JONT EVERY 500M. H
- CONCRETE BENCH. SEE— |

HEIGHT = 450mm
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SITE

KEY MAP &

Seed Mix 1

Riparian Mix'

RIPARIAN MIX

APPLICATION

RATE
2Tkg/na

SPECIES SEED MIX %

20%
0%
20%
0%

VIRGINIA WILD RYE
FOX SEDGE

BEBB'S SEDGE
PORCUPINE SEDGE
AUL-FRUITED SEDGE
HOP SEDGE

COMMON BONESET
OBEDIANT PLANT
GREAT BLUE LOBELIA
GOLDEN ALEXANDERS
CANADA ANEMONE
MOUNTAIN MINT

5%
5%
5%
5%
5%
5%
5%
5%

CONDITION

HYDROSEED C/W BONDED
FIBRE MATRIX

ALL DRAWINGS REMAIN THE PROPERTY OF THE LANDSCAPE
ARCHITECT AND SHALL NOT BE REPRODUCED OR REUSED
WITHOUT THE LANDSCAPE ARCHITECTS WRITTEN PERMISSION.

THIS DRAWING SHALL NOT BE USED FOR CONSTRUCTION OR
TENDER PURPOSES UNLESS SIGNED AND DATED BY
RONALD H. KOUDYS, OALA, CSLA, LANDSCAPE ARCHITECT,
LONDON, ONTARIO (519) 667-3322.

150MM RAISED CONC. PLANTER DETAIL - N.T.5}

450 MM HIGH CONC BENCH DETAIL - N.T.S.

Seed Mix 2

'Meadow Mix' with 7" plugs strips

GROUND COVER

NURSE CROP (COMMON OATS, WHITE

MILLET, FALL RYE OR WINTER RTE)

MEADOW MIX

APPLICATION

RATE
22%kgha

2Tkg/ha

SPECIES SEED MIX %

2%
0%
20%
20%

SMOOTH BLUE ASTER
BLACK-EYED SUSAN
BUTTERFLY MILKWEED
VIRGINIA WILD RYE
WILD BERGAMOT

LITTLE BLUE STEM
HEATH ASTER
LANCELEAF COREOPSIS
CHIO SPIDERWORT

PLUGS
RANDOM PLACEMENT OF 4" PLUGS
SPECIES

BLUE FLAG RIS
HOARY VERVAN
BUTTERFLYWEED
GOLDEN ALEXANDERS
GREAT BLUE LOBELIA
WILD COLUMBINE

5%

20%

5%
5%
5%

APPLICATION

RATE
4 PER m2

QTY

915
915
915
915
915
915

CONDITION

HYDROSEED C/W BONDED
FIBRE MATRIX

HYDROSEED C/W BONDED
FIBRE MATRIX

1" PLUGS
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